NOT RELEASED FOR PRODUCTION

NOTES:
1. VITA 57 CONNECTOR.
2. REPRESENTS A CRITICAL DIMENSION.
3. MINIMUM PUSHOUT FORCE: 0.50 LBS.
5. MAXIMUM ROW TO ROW VARIATION .003[0.08], MEASURED FIRST & LAST POSITIONS ONLY, ALL ROWS.
6. SOLDER CHARGE VOLUME IS .00000891 CUBIC INCHES (REF).
7. PARTS TO BE PACKAGED IN TAPE & REEL. ATTACH LABEL "SEAX-001" TO TAPE & REEL PACKAGE.

TOLERANCES ARE:
UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE IN INCHES.

This document contains confidential and proprietary information and all designs, drawings, fabrication practices, tooling, and sales rights, and all information contained herein, is the exclusive property of Samtec, Inc. This document shall not be disclosed, in whole or in part, to any unauthorized person or entity nor reproduced, transferred or incorporated in any other project in any manner without the express written consent of Samtec, Inc.
RECOMMENDED PCB LAYOUT
ALL DIMENSIONS ARE SYMMETRIC ABOUT THE CENTERLINE.
RECOMMENDED STENCIL LAYOUT
ALL DIMENSIONS ARE SYMMETRIC ABOUT THE CENTERLINE.
STENCIL TO BE .0260[0.152] THICK.

.0500[1.270] (TYP)
1.950[49.53]
.035 (TYP)0.89
.050 [0.152] THICK.

.035[0.89] (TYP)
1.43[11.43]

 Điện tử Samtec