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FIG. 1
CCH-J-01 SHOWN

KEEP OUT AREA

EXPOSED COPPER. (SEE NOTE 2) 
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FIG. 3
CCH-J-04 SHOWN KEEP OUT AREA
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FIG. 2
CCH-J-02 SHOWN

KEEP OUT AREA

.010  (TYP)0.25
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DETAIL 'A' 
SCALE 16 : 1

(TYP ON ALL POSITIONS)
RECOMMENDED TRACE

BREAKOUT
(SEE NOTE 4)

NOTES:
        1. ALL DIMENSIONS ARE SYMMETRIC ABOUT THE CENTERLINE.
        2. EXPOSED COPPER PLATED WITH .000030 HARD GOLD
        3. BACKDRILL SIGNAL VIAS FOR OPTIMUM PERFORMANCE.
        4. BREAKOUT TRACES ON INNER AND BACKSIDE LAYERS ONLY.

SHEET     OF

RECOMMENDED PCB LAYOUT FOR CCH-J-XX

PROPRIETARY NOTE
THIS DOCUMENT CONTAINS INFORMATION
CONFIDENTIAL AND PROPRIETARY TO
SAMTEC, INC. AND SHALL NOT BE REPRODUCED
OR TRANSFERRED TO OTHER DOCUMENTS OR
DISCLOSED TO OTHERS OR USED FOR ANY
PURPOSE OTHER THAN THAT WHICH IT WAS
OBTAINED WITHOUT THE EXPRESSED WRITTEN
CONSENT OF SAMTEC, INC.
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