
DESIGNED & DIMENSIONED
IN MILLIMETERS[INCHES] I2SS-XX-XX-X

No OF POSITIONS PLATING SPECIFICATION
-T: MATTE TIN CONTACT AND TAIL

WIRE GAUGE (AWG)
-24

-02, -03, -04, -05

  "D" REF (SEE TABLE 1)  

2.00 .079  (TYP) REF
(TOL NON-ACCUM)

  "F" REF (SEE TABLE 1)  

2.00 .079
REF

7.28±0.20 .286±.008
4.90 .193  REF 4.00 .157  REF

"E" REF
(SEE TABLE 1)

DO NOT
SCALE FROM

THIS PRINT

CL

C

01
(SEE NOTE 6)

I2SS-XX-C1

"A" REF
(SEE TABLE 1)

  "B" REF (SEE TABLE 1)  

  "C" REF (SEE TABLE 1)  

6.20 .244
REF

16.20 .638
REF

"A"

"A"

'B'

SECTION "A"-"A"
FOR I2SS-XX-C1 DETAIL ASSEMBLY LOCATION 

DETAIL 'B' 
SCALE 12 : 1

SEE NOTE 4

FIG 1
I2SS-05-XX-X SHOWN

C

SHEET     OF

UNLESS  OTHERWISE  SPECIFIED,
DIMENSIONS ARE IN MILLIMETERS.
TOLERANCES  ARE:
DECIMALS                     ANGLES
X.X: 0.3 [.01]               2 
X.XX: 0.13 [.005]
X.XXX: 0.051 [.0020]

MATERIAL:

2MM I2SS ASSEMBLY

BY:

I2SS-XX-XX-XDWG.  NO.

DESCRIPTION:

PROPRIETARY NOTE
THIS DOCUMENT CONTAINS INFORMATION
CONFIDENTIAL AND PROPRIETARY TO
SAMTEC, INC. AND SHALL NOT BE REPRODUCED
OR TRANSFERRED TO OTHER DOCUMENTS OR
DISCLOSED TO OTHERS OR USED FOR ANY
PURPOSE OTHER THAN THAT WHICH IT WAS
OBTAINED WITHOUT THE EXPRESSED WRITTEN
CONSENT OF SAMTEC, INC.

DO  NOT  SCALE  DRAWING

VICKY Z 05/07/2013 21

SHEET SCALE: 3:1
INSULATOR: PBT, COLOR: BLACK
CONTACT: PHOS BRONZE

REVISION A

F:\DWG\MISC\Mktg\I2SS-XX-XX-X-MKT.SLDDRW

NOTES:

1.                  REPRESENTS A CRITICAL DIMENSION.
2. MINIMUM PUSHOUT FORCE SIGNAL: 2.22N[.5 LB].
3. BURR ALLOWANCE: 0.08[.003] MAX.
4. COVER MUST BE PRESSED UNTIL RETENTION FEATURE LOCKS INTO PLACE.
5. ALL FINISHED GOODS ARE TO BE LAYER PACKAGED IN SHIPPING.
6. PIN 1 USE C-386-01-X.
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